
RUGER 22/45 LITETM

muzzle cap removal instructions

Your Ruger 22/45 LITETM comes equipped with a threaded barrel and is pro-
tected by a removable muzzle cap. The cap protects the 1/2-28 threads at the end of
the barrel which is designed to accommodate a .22 Long Rifle sound suppressor.

To remove the muzzle cap, point the pistol in a safe direction, remove the maga-
zine, and keep your finger off the trigger. Retract the bolt to the rear, and lock it to
the rear by pushing up on the bolt lock. Verify that the chamber is empty. Depress
the bolt lock to close the bolt. Keep your fingers out of the receiver!

Hold the upper receiver/barrel section of the pistol firmly in your left hand, and
turn the muzzle cap counter-clockwise, until removed from the threaded portion of
the barrel. (See Figure 1a.) Gripping the muzzle cap by the knurled section will aid
in twisiting the cap free. Remove the cap and the wave washer under the cap (See
Figure 1b.) and store them in a safe place for reinstallation when the suppressor is
removed.
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WARNING – BARREL NUT
When removing the muzzle cap, a barrel
nut is behind the cap and washer. This nut
is used to lock the barrel in place. This
nut should never be loosened, removed or
tampered with. This nut is torqued in
place at the factory. This nut is meant to
remain in place and should not be
removed under any circumstance. Failure
to follow this warning will cause perma-
nent damage to your firearm and will not
be warranted or repaired by Customer
Service.

DO NOT REMOVE
BARREL NUT

Install the suppressor per the manufacturer’s instructions. (See Figure 2.) When a
suppressor is not being used, reinstall the wave washer and muzzle cap to ensure
the threads at the end of the barrel are protected.
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DO NOT Remove
Barrel Nut


